
Fri Jul 10 15:32:38 2020

03/19/2020
5
.6

-A
8
-6

-0.02'/FT

SINGLE SLOPE TRAFFIC
BARRIER (TYP.)

A LINE

 3
'-
6
"

(T
Y
P
.)

2'-0" SLAB GIRDER (TYP., 8 TOTAL)

2~2"ø CONDUIT PIPES IN 
TRAFFIC BARRIER FULL 
LENGTH OF BARRIER (TYP.)

LIMIT OF PIGMENTED SEALER (TYP.)

32'-0"
BRIDGE ROADWAY WIDTH

16'-0"1'-1"
(TYP.)

TYPICAL SECTION
SHOWN NEAR MID SPAN

CURB LINE

¢ GIRDER G ¢ GIRDER H

5" MIN. CONC. DECK

FRACTURED FIN FINISH (TYP.)PROFILE GRADE
& PIVOT POINT

WORK POINT (TYP.)

7
"

(T
Y
P
.)

CURB LINE
16'-0"

-0.02'/FT

¢ GIRDER F¢ GIRDER E¢ GIRDER B¢ GIRDER A ¢ GIRDER C ¢ GIRDER D

SLAB WIDTHS ARE TYPICALLY BETWEEN 4'-0" AND 5'-0". WHERE POSSIBLE, ALL
SLABS SHOULD HAVE THE SAME WIDTH.

SLAB GIRDER SPACING SHOULD BE CHOSEN TO PROVIDE A 1" ± Â" GAP
BETWEEN ADJACENT SLAB GIRDERS AT THEIR CLOSEST POINT. GAPS SHALL
BE FILLED WITH COMPRESSIBLE MATERIAL TO FORM THE CIP TOPPING.

THE TAIL OF THE TRAFFIC BARRIER SHALL EXTEND "A" + 2" BELOW THE TOP
OF DECK.
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