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A

GEOTEXTILE FOR TEMPORARY SILT FENCE

~ SEE STD. SPEC. 9-33.2(1), TABLE 6

POST ~ SEE STD. SPEC. 8-01.3(9)A)

EMBED POSTS INTO SAND

BAGS AS REQUIRED

EDGE OF GEOTEXTILE

PLACE SAND BAGS AS REQUIRED

AROUND CULVERT TO PROVIDE

SUPPORT FOR SILT FENCE

DIS
TURBED A

REA

DIS
TURBED A

REA

COMPOST BERM DESIGN

CULVERT, BOX CULVERT, OR PIPE ARCH

~ END TREATMENT VARIES
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CULVERT, BOX CULVERT, OR PIPE ARCH

~ END TREATMENT VARIES

SILT FENCE DESIGN

STANDARD PLAN I-30.20-00

EROSION CONTROL

AT CULVERT ENDS
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PROTECTED A
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PROTECTED A
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Perform maintenance in accordance with Standard  

Specification 8-01.3(9)A and 8-01.3(15).SILT FENCE ~ SEE

STD. PLAN I-30.10

COMPOST BERM ~ SEE

STD. PLAN I-80.10

A

STATE OF

WASHINGTON

REGISTERED

LANDSCAPE ARCHITECT

CERTIFICATE NO. 000598

MARK W. MAURER

Pasco Bakotich III 09-20-07
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