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STD. SPEC. SECTN. 9-07.1(2)

FOR BENDING DIAMETERS

SEE 

SHEET 1 OF 2 SHEETS

SIGNAL (APS) ASSEMBLY

ACCESSIBLE PEDESTRIAN

1/4-20 THREAD BOLT (TYP.)

FIELD DRILL AND TAP FOR

PVC STUBOUT

2" (IN) LONG

Standard Plan J-20.26

Two button installation may require adaptor(s).

   

circle crimp-on connector (crimped with a manufacturer recommended crimper).

with a connector suitable for use embedded in concrete: Provide 3' - 0" min. slack. Attach to pole grounding stud with a full 

Supplemental Grounding Conductor shall be non-insulated #4 AWG stranded copper and shall be clamped to vertical rebar 

     

Junction Box serving the Standard shall preferably be located 5' - 0" (10' - 0" Max.) from the Standard.

                

Mounting distances vary between manufacturers. See manufacturers recommendations for mounting information.

                 

accommodate plaque and leave a 2" (in) space between signs.

CROSSING TIME" above the Accessible Pedestrian Signal (APS) assembly. Add 14" (in) to the PPB post height to 

Where shown in the plans, install plaque (R10-32P) "PUSH BUTTON FOR 2 SECONDS FOR EXTRA 

                                   

 for Accessible Pedestrian Pushbutton details.See 
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